
Maximizing Your Solar Potential

FKT-1 & FKC-1
Solar Thermal Flat Plate Collectors

   Over 25 years of solar heating expertise

   Excellent value & optimal performance using high selective absorber coating

   Fiberglass frame for robust & durable construction

    Fastest hydraulic collector connection on the market

   Universal mounting systems

    SRCC (OG100), FSEC & CSA certifi ed

Bosch Solar Thermal 



 
 
 
 
 
 
 

Bosch Thermotechnology Corporation
Londonderry, NH  •  Ft. Lauderdale, FL  •  Irvine, CA                                                                      77799096/(0510)
1-800-283-3787    www.boschsolar.com  

Solar Thermal Water Heating Solutions
Technical Data

FKT-1s
Portrait 

FKT-1w
Landscape 

   Part number       8718530424        8719530425        7747025774       7747025775

   Height (mm)         81” (2,070)          45” (1,145)          81” (2,070)           45” (1,145) 

   Width (mm)         45” (1,145)          81” (2,070)          45” (1,145)           81” (2,070)

   Depth (mm)                                3.5” (90)

   Gross collector area (m²)                                                             25.5’ (2.37)

   Net aperture area (m²)                                                             24.3’ (2.25)

   Solar glass thickness (mm)                                                              1/8” (3.2)

   Solar glass transmission                                                                91.5%

   Stagnation temperature (˚C)                                                             370°F (188)

   Max. operating temperature (˚C)                                                                      261°F  (127)

   Fluid content (L)    0.37 Gal (1.43)      0.46 Gal  (1.76)       0.23 Gal (.86)      0.33 Gal (1.25) 

   Dry weight (kg)          97 lbs. (44)          99 lbs. (45)         90 lbs. (41)            92 lbs. (42)

   Coating                                                       Highly selective PVD      Highly selective black chrome

           Absorptivity                                                             95% ± 2% 

           Emissivity                            5% ± 2%                          12% ± 2%

   Max. operation pressure (bar)                         147 psi (10)                          87 psi (6)

   Max. flow rate (L/hr)                                                         0.22 GPM (50)

   Absorber material                                                               Copper with ultrasonic welding        

   Absorber type                  Double meander                              Harp 

   Collector type                                Plug and socket connector

   Collector construction                            Open vented

   Thermal insulation (mm)              2 1/6” (55) mineral wool, high temp resistant and outgassing free 

   Max. # col/row opposite side connection                                                                     10

   Max. # col/row same side connection                                          5                                                                0

   

   A     (-9 °)               36.1                27.2                       18.4 

   B     (9 °)                           33.0                           24.1                      15.3

   FKT-1s / FKT-1w   C     (36 °)                        28.1                           19.4                      10.8

   D     (90 °)                       18.4                            10.5                       3.1

   E     (144 °)                      9.5                              3.1  -

   A     (-9 °)                         36.0                27.0                       19.0

   B     (9 °)              32.0                24.0                       15.0 

   FKC-1s / FKC-1w   C     (36 °)              27.0                18.0                       10.0

   D     (90 °)              17.0                10.0                        2.0

   E     (144 °)                9.0                 2.0                            -

FKC-1s
Portrait 

FKC-1w
Landscape Model 

Category (Ti-Ta) Clear Day Mildly Cloudy Cloudy Day 

Performance Rating
Model  (OG100 Certified)

Thousands of BTU Per Panel Per Day

  FKC-1

Main partner in developing the 
EcoPlusHome in Bathhurst, Canada.  
EnerGuide rated 96.  

Winner of Premier’s Award of Energy 
Efficiency in New Brunswick, Canada.

  FKT-1
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(1)  Solar safety glass                        (6)  Fiberglass frame 
(2)  Absorber plate                        (7)  Extruded plastic end cap          
(3)  Double meander piping        (V)  Supply
(4)  Mineral wool insulation        (R)  Return          
(5)  Galvanized steel rear panel  (M) Collector sensor well                              

V

1

V
M

2

4
3

5

R
7

6
R

(1)  Solar safety glass                        (6)  Fiberglass frame 
(2)  Absorber plate                        (7)  Extruded plastic end cap          
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(4)  Mineral wool insulation        (R)  Return          
(5)  Galvanized steel rear panel  (M) Collector sensor well                                


